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1. Sizes of Large Furanflex 

tubes 
 

Small Furanflex tubes 
 

Large Furanflex tubes: 
 

             -  Industrial chimneys 

             -  Caloric centres 

             -  High buildings 

 
 

-Diameter:      300- 1000 mm 
 
-Length:           30-90 m 
 
-Weight:          120-1440 kg 
 
-Volumes:        15 – 70 m3 
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2. Number of steam generators 

required for hardening 
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Steam gen No. in function of Diam/Length 

KNK        36 kW

2 x KNK  72 kW

3 x KNK   108 kW

4 x KNK  144 kW
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3. Inflation pressure 
 

F1 = 2 * F2 
 

If diameter is Bigger 

 

           F1 is Bigger 

Pressure must be Smaller 
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3. Inflation pressure 
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4. Preparations for the 

installation 
 

- To make way for large equippment from the truck 
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4. Preparations for the 

installation 
 

Winch  

and  

Scaffold 

Height of Scaffold above the chimney head depend on 
•Conic part of FuranFlex 
•Height of adapter head ( 0,5 m) 
•Length of chain (0,5 m) 
•Length of hook and rope of winch 
•Height of winch body 
•Height of fastening of the winch-body 
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4. Preparations for the 

installation 
 

- Camera inspection 
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5. Special tools required for 

installation  
 

   

Fastblowers (2pcs) 

¾ inch steam pipes 

(8 pcs) 

KNK-36 steam generators 

(4pcs) 

Steam collector 

4x1 inch adapter head 

1 inch steam pipes 

(4pcs) 

Ø260 adapter expander 
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5. Special tools required for 

installation  
 

- Adapter Heads and Enlargers 

R. R. – 08.07.2013. Vecsés 



5. Special tools required for 

installation  
 

- Ratchet strap + Rope clamper 

Stress testing at Kompozitor 
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5. Special tools required for 

installation  
 

- Steel wire instead of chains 

- Insulated steam pipe with 

increased diameter 
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5. Special tools required for 

installation  
 

- Steam Collector 
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6. Installation technology 
 

- Arrangement of steam generators and the 
steam-collector 

- Positioning of the fastblower (1-2 pcs): 
- Adjustment of steam pressure 
- Air inflation time 
- Steam inflation 
- Handling of the gas bottles 
- Hardening 
- Shutting off and cooling 
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7. Pictures of large Furanflex 

installations 
 

   

-Hungary                            -Belgium 
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7. Pictures of large Furanflex 

installations 
 

   

-Romania 
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7. Pictures of large Furanflex 

installations 
 

   

-England 
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7. Pictures of large Furanflex 

installations 
 

   

London – City Tower 
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7. Pictures of large Furanflex 

installations 
 

   
London –  

Westminster University, 

Luxborow Tower 
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THANK YOU FOR YOUR ATTENTION 
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